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Comprobador de enchufes / Outlet tester

El KPS-CC800US es un comprobador de enchufes de 3 hilos profesional. Es una herramienta 
rápida y sencilla para asegurarse de que un enchufe es seguro para su utilización.

INFORMACIÓN DE SEGURIDAD

Símbolo Definición

Conforme a UL STD. 61010-1

Conforme a UL STD. 61010-1. Certificado de acuerdo a CSA STD C22.2 
NO. 61010-1

Indica información importante de seguridad

CATII Categoría de medición 2, destinada para la realización de mediciones en 
circuitos directamente conectados a instalaciones de baja tensión.

ADVERTENCIA:
Alteración de la protección si no se utiliza de la forma especificada por el fabricante.

USO DEL COMPROBADOR
Enchufe de 3 hilos estándar
•	 Compruebe siempre en un enchufe correcto antes de su utilización.
•	 Conecte el comprobador en el enchufe, visualice las luces de indicación en el dispositivo 

y compruebe la siguiente tabla para verificar el estado del enchufe.
•	 No utilice el enchufe si se indica un incorrecto cableado del mismo. Consulte a un 

electricista.

Indicación Fallo Razón para el fallo del cableado

Tierra abierta El pin de tierra no está conectado.

Neutro abierto El pin de neutro no está conectado.

Fase abierta El pin de fase no está conectado.

Inversión fase/tierra Los pines de fase y tierra están invertidos.

Inversión fase/neutro Los pines de fase y neutro están invertidos.

Correcto El enchufe está correctamente cableado.

ESPECIFICACIONES
•	 Rango de tensión AC: 125V AC, 50/60Hz, 0.3W
•	 Tensión de sobrecarga: CAT II 125V
•	 Humedad: <80% de humedad relativa
•	 Temperatura de funcionamiento: 32ºF a 104ºF (0ºC a 40ºC)
•	 Temperatura de almacenamiento: 14ºF a 122ºF (-10ºC a 50ºC)
•	 Altitud: ~6500 ft (2000 m). Uso únicamente exterior.
•	 Dimensiones: 3.23x1.73x1.26 in (82x42x32 mm)
•	 Peso: apróx. 1.5oz (42g)

ACCESORIOS
•	 Manual de usuario
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The KPS-CC800US is a professional 3 wires outlet tester; it is a quick and easy tool to use 
to make sure that an outlet is safe for use.

SAFETY INFORMATION

Symbol Definition

Conforms to UL STD. 61010-1

Conforms to UL STD. 61010-1. Certified to CSA STD C22.2 NO. 61010-1

lndicates important safety information.

CATII Measurement category 11, intended for measurements performed on circuits 
directly connected to the low voltage installation.

WARNING:
Protection impairment if used in a manner not specified by the manufacturer!

USING THE TESTER
Standard 3 wire outlet
•	 Always test on a known good outlet befare use. 
•	 Plug the tester into the outlet, check the indicator lights and refer to the following table for 

the current state of the outlet. 
•	 If incorrect wiring is indicated, do not use outlet. Consult electrician.

Indication Fault Reason for wiring fault

Open ground Ground contact not connected.

Open neutral Neutral contact not connected.

Open hot Hot contact not connected.

Hot/ground reverse Hot and ground contacts reversed.

Hot/neutral reverse Hot and neutral contacts reversed.

Correct Receptacle is wired correctly.

SPECIFICATIONS
•	 AC Voltage Range: 125V AC, 50/60 Hz, 0.3W 
•	 Overload voltage: CAT 11125V 
•	 Humidity: <80% relative humidity 
•	 Operating Temperature: 32º F To 104º F(OºC to 40ºC)
•	 Storage Temperature: 14º F to 122º F(-1 Oº C to 50º C) 
•	 Altitude: -6500 ft. (2000 m); indoor use only
•	 Dimension: 3.23 x 1.73 x 1.26 in. (82x42x32mm)
•	 Weight: Approx. 1.5oz (42g)

ACCESORIES
•	 User’s manual


