
Código: 0767401Non-Contact-Type Digital Tachometer

KPS-TC20

 Measurement of angular velocities without 
direct contact with the element to be 
measured 

 Light beam technology 
 Measurement distance: 50 to 250 mm  
 Hold readings on screen 
 Retention of maximum and minimum values 
 Record of up to 100 measurements 
 Auto power off and low battery indicator 
 Backlit display 
 Tested and certified according to IEC / EN 
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General

Product Size 155mm×60mm×27mm

Product Weight 120g

Power Supply 4×1.5V AAA Batteries

Certificate CE/ETL/RoHS

Specs

Measuring Mode Non-Contact

Measuring Distance 50mm ~ 250mm

Auto Power Off 

MAX/MIN 

Data Logging (100 groups) 

Data Hold 

Display Backlight 

Low Battery Display 

Non-Contact-Type Digital Tachometer

KPS-TC20



Product Code Information

SKU KPSTC20CBINT

EAN code 8435394710419

UPC code 810053670576

Pcs/export carton 20
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KPS-TC20

UNITS SCALE RESOLUTION ACCURACY

Angular Velocity

50 ~ 99.99 rpm 0.01 rpm ± (0.03% + 2 
digits) 

100 ~ 9999.9 rpm 0.1 rpm ± (0.03% + 2 
digits) 

10000 ~ 99999 
rpm

1 rpm ± (0.03% + 2 
digits) 

Non-Contact-Type Digital Tachometer
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