
www.kps-intl.com

DCM4018FLEX

Bluetooth All in One 
Flexible Current 
Probe Meter

- 10,000 counts LCD dual digital backlight display
- Fully automatic measuring on ACA, ACV, DCV, Ω, Hz
- True RMS reading on ACA/ACV
- AC 3000A Capability with 18 inch head cable length
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CAT IV 600V
CAT III 1000V

DCM4018FLEX

KPSDCM4018FLEXCBINT

8435394787275
810053677766

Range Specification

Order Info

General

Operating temperature

AC Function

Storage temperature  

Frequency Response

SKU NO.

EAN Code
UPC Code

Amount / Box 20 PCS

Backlight

Data Hold

Auto Power Off

Dimensions

Weight (without battery)

Display

350x130x25mm(18 inch)

230g

10,000 counts

-20°C ~ 60°C

30A/300A/3000A/1000V

45Hz ~ 500Hz

CANADA & USA
MGL America, Inc.        
cs.na@mgl-intl.com  
Tel: +1 833 533-5899

MEXICO & LATAM  
MGL LATAM S.A DE CV        
cs.latam@mgl-intl.com  
Tel: +1 833-533-5899

EMEA 
MGL Euman, S.L.      
cs.emea@mgl-intl.com
Tel: +34 985-08-18-70

UNITED KINGDOM
MGL GROUP U.K. LIMITED          
cs.uk@mgl-intl.com 
Tel: +34 985-08-18-70

Bluetooth 
All in One 
Flexible 
Current 
Probe Meter

-10°C to 30 °C (≤ 80% R.H.)
30°C to 40 °C (≤ 75% R.H.)
40°C to 50 °C (≤ 45% R.H.)


